
Product Brochure

Audio/Visual Solution Provider & Manufacturer 

Programmable Control System

CONTACT US



02

03

03

04

04

04

04

System connection diagram

02

03

03

01

02

Programmable Central Controllers 

High performance network programmable controller  CR-PGMIV

High performance network programmable controller  CR-PGMIV-C

Modular multimedia  controller  NET-4000

VGA input card  CR-VGA-PL-I

DVI input card  CR-DVI-PL-I

VGA output card  CR-VGA-PL-O

DVI output card  CR-DVI-PL-O

HDMI input card  CR-HDMI-PL-I

SDI input card  CR-SDI-PL-I

HDMI output card  CR-HDMI-PL-O

HDBaseT output card  CR-CAT5-PL-O

Programmable Touch Panels
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12.3-inch wired/wireless desktop touch panel  CR-G12HD 06

064 inch wall-mounted programmable color touch panel  CR-TWM4

10.1" wired/wireless programmable color touch panel  CR-GH101LW

9 inch desk-mounted programmable color touch panel  CR-GH9LD  
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09Power controller  CR-POWER4

Power controller  CR-POWER8 D1

Power controller  CR-POWER8Ⅲ

Smart Sequencing Power Controller  CR-SSPC8

Dimmer  CRLITE-4B

Volume controller CR-VOLⅢ

10Programmable 8 serial ports device  CR-UART8
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CR-PGMIV

High performance network 
programmable controller

●  System performance: 64-bit embedded 

system, quad-core CPU, 2.0GHz main frequency, 

2GB RAM, 16GB Flash memory;

●  Programmable control interfaces: 8-channel 

RS-232 communication interfaces, baud rate and 

communication protocol can be set; 8-channel 

infrared programmable control interfaces, built-in 

infrared learner; 8-channel digital input/output IO 

interfaces; 8-channel relay control interfaces; 2-

channel RS485 interfaces, 1-channel RS422 

interfaces and 1-channel CR-NET interfaces; The 

control interfaces support the POST function 

(except the relay and CR-NET interfaces);

●  Network interfaces: 7-way gigabit network 

interfaces with switch function, 6-way of them 

support POE; Support network equipment 

control; Support TCP, UDP and other 

programmable control protocols; Support the 

customized development of HTTPS, HTTP, 

MQTT, SNMP and other communication protocols;

Features

High performance network 
programmable controller

●  System performance: 64-bit embedded 

system, quad-core CPU, 2.0GHz main frequency, 

2GB RAM, 16GB Flash memory;

●  Programmable control interfaces: 8-channel 

RS-232 communication interfaces, baud rate and 

communication protocol can be set; 8-channel 

infrared programmable control interfaces, built-in 

infrared learner; 8-channel digital input/output IO 

interfaces; 8-channel relay control interfaces; 2-

channel RS485 interfaces, 1-channel RS422 

interfaces and 1-channel CR-NET interfaces; The 

control interfaces support the POST function 

(except the relay and CR-NET interfaces);

●  Network interfaces: 7-way gigabit network 

interfaces with switch function; Support network 

equipment control;

●  Support TCP, UDP and other programmable 

control protocols; Support the customized 

development of HTTPS, HTTP, MQTT, SNMP 

and other communication protocols;

Features

NET-4000

Modular multimedia  controller
● Adopt 32-bit embedded system, ARM Cortex-A9 

dual-core CPU, 1.1GHz frequency, 2GB memory, 

1GB Flash storage;

● Video port: Built-in 4*2+1 mixed card seamless 

switching matrix:

     4-way video input card slots, support HDMI, 

DVI, VGA, SDI input cards, video input card with 

corresponding 3.5mm Line audio input; 2+1 video 

output card slots, support  HDMI, DVI, VGA , 

HDBaseT output cards;

● Output channel 1 supports screen segmentation 

of two-split screen, three-split screen, four-split 

screen;

● Audio input port: 2 audio card slots, built-in 

audio decoding;

● Support 1 channel RCA stereo audio output, all 

outputs of the built-in matrix have audio output;

● Built-in 8-port Gigabit Ethernet switch: realize 

the integrated management by software, can be 

connected to IP cameras;

Features

CR-PGMIV

NET-4000 is a programmable modular 
multimedia controller. With the flexible 
port configuration, the controller can 
control the amplifier, light and curtain 
or other acoustic and photoelectric 
dev i ces w i th one t ouch . And i t s 
seamless swi tch ing func t ion can 
realize picture segmentation. 

CR-PGMIV-C is a network 

communication controller as a result of    

CREATOR’s independent research and 

development It uses a quad-core 64-bit . 

embedded processor with a main 

frequency of up to 2.0GHz, 2G RAM and 

16G Flash memory.

CR-PGMIV is a network communication 

controller as a result of CREATOR’s     

independent research and development. 

It uses a quad-core 64-bit embedded 

processor with a main frequency of up to 

2.0GHz, 2G RAM and 16G Flash 

memory.

Programmable Central Controllers Programmable Central Controllers 
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CR-VGA-PL-I

DVI input card

● Interface: 15-pin female VGA interface*1, 

3.5mm unbalanced stereo audio interface*1 

● Resolution:Normal-PC:1600×1200@60Hz, 

HDPC:1920×1200@60Hz, 

HDTV:1920×1080P@60Hz

Features

VGA input card

● Interface: female DVI-D interface*1, 3.5mm 

unbalanced stereo audio interface*1 

● Resolution:Normal-PC:1600×1200@60Hz, 

HDPC:1920×1200@60Hz, 

HDTV:1920×1080P@60Hz

Features

CR-VGA-PL-O

CR-DVI-PL-O

VGA output card ● Interface: 15-pin female VGA interface*1, 

3.5mm unbalanced stereo audio interface*1 

● Resolution:Normal-PC:1600×1200@60Hz, 

HDPC:1920×1200@60Hz, 

HDTV:1920×1080P@60Hz

Features

DVI output card
● Interface: female DVI-D interface*1, 3.5mm 

unbalanced stereo audio interface*1 

● Resolution:Normal-PC:1600×1200@60Hz, 

HDPC:1920×1200@60Hz, 

HDTV:1920×1080P@60Hz

FeaturesCR-DVI-PL-I

Programmable Central Controllers Programmable Central Controllers 
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CR-HDMI-PL-I

SDI input card

● Interface: female HDMI interface*1

● Resolution:Normal-PC:1600×1200@60Hz, 

HDPC:1920×1200@60Hz, 

HDTV:1920×1080P@60Hz

Features

HDMI input card

● Interface: SDI interface*1

● Resolution:Normal-PC:1600×1200@60Hz, 

HDPC:1920×1200@60Hz, 

HDTV:1920×1080P@60Hz

Features

CR-HDMI-PL-O

CR-CAT5-PL-O

HDMI output card ● Interface: female HDMI interface*1

● Resolution:Normal-PC:1600×1200@60Hz, 

HDPC:1920×1200@60Hz, 

HDTV:1920×1080P@60Hz

Features

HDBaseT output card ● Interface: RJ45 interface*1 

● Resolution:Normal-PC:1600×1200@60Hz, 

HDPC:1920×1200@60Hz, 

HDTV:1920×1080P@60Hz

FeaturesCR-SDI-PL-I

Programmable Central Controllers Programmable Central Controllers 
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CR-G12HD

4 inch wall-mounted programmable 
color touch panel    

 Dual core Cortex-A72+quad core Cortex-A53 

high-performance processor, up to main 
frequency 1.8GHz, 4GB memory, 16GB 
storage;

 12.3-inch IPS screen with a maximum 

resolution of 1920x720 and support for up to 
10 point capacitor touch;

 Support visual preview touch control, 

programmable human-machine interaction 
interface;

 Running Android 7.1 operating system; 

 Built in microphone, speaker, support for  

pickup and sound playback;

 Equipped with a built-in 6800mAh lithium  

battery, with a maximum battery life of ≥ 5h;

 Supports dual frequency WIFI, which can be 

used for wireless connections;

 1  channel TYPE-C interface, supporting  

PD2.0 charging protocol;

Features

12.3-inch wired/wireless 
desktop touch panel

●  Capacitive color touch control screen;

● With object proximity sensing function, when the 
human body is close to it to a distance of about 
50cm, the screen will enter the normal working 
mode;

● After 60 seconds of no touch operation, entering 
standby mode automatically;

● The RJ45 interface supports POE power supply 
and communicates with the programmable 
control host;

● Support a variety of control panel key modes 
(support 4, 6, 8, 9, 16 key modes);

● The text can be configured through the setting 
software. 

Features

CR-GH101LW

CR-GH9LD

10.1" wired/wireless programmable 
color touch panel    

 10.1-inch IPS capacitive touch screen, 1920 * 

1200 high-resolution color (18 bit color depth) 
wide screen high-definition display;

 Adopting a 6-core high-performance Cortex-

A53 processor; Main frequency 1.8GHz; 
RAM:4G, ROM:16G;

 Support visual preview of video signals, and  

customize the design of the central control 
operation interface: style customization, 
button style customization, logo 
customization, etc;

 Supports TYPE-C interface and USB3.0 

interface, and can connect storage devices 
such as USB flash drives;

 1 RS232 interface, capable of outputting card 

swiping information; 3.5mm audio output 
interface;

 Support DC12V power adapter power supply 

and 48V POE power supply;

Features

9 inch desk-mounted programmable 
color touch panel    

● Quad-core 64-bit ARM Cortex-A35 high-

performance processor, main frequency up to 

1.5GHz, onboard 2GB RAM, 8GB Flash;

● 9-inch IPS screen with a resolution of 
1024x600, supports up to 5-point capacitive 
touch;

● Running Android 9.0 operating system;
● Built-in microphone, speaker, support for pickup 

and sound out;
● 1-way USB2.0 interface, support system 

upgrade and U disk storage device and mouse;
● 1-way 100M Ethernet interface, support network 

communication and download touch interface;
● 1 channel DC power supply interface. 

FeaturesCR-TWM4

Programmable Touch Panels Programmable Touch Panels

R - G H 9 L D i s  a  d e s k - m o u n t e d  

programmable color touch panel . 
Developed based on the Android system 
it communicates with the CREATOR  

central controller through the Ethernet 
interface to trigger the control of various 
devices such as lights, projectors, and 
matrixes

CR-GH101LW is a 10.1-inch capacitive 
wired/wireless POE touch screen based 
on the Android system, equipped with a 
1.8GHz main frequency 6-core CPU, 
supporting 10 point touch, visual preview 
touch, wired or wireless communication 
with the central control host, achieving 
signal preview and central control.

C R - T W M 4  i s  a n  w a l l - m o u n t e d 
programmable color touch panel. With the 
central controller of CREATOR, it can 
trigger the control of various devices such 
as lights, projectors, and matrixes.

CR-G12HD is a wired/wireless POE 
desktop programmable central touch 
panel developed based on the Android 
system. By communicating with the 
central control host, it helps the central 
controller to control the devices and 
display feedback information.
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10.1 inch wireless programmable 
color touch panel  

● 10.1-inch screen, supporting 1920*1200 

resolution.

● All-aluminum base is integrally formed at one 
time and equipped with high-grade plexiglass 
shell.

● The operation interface can be customized by 
users, and the graphical interface supports text, 
3D buttons, etc.

● Support picture-in-picture and two-way 
communication.

● It supports TYPE-C charging/power supply, and 
the battery life can be up to 8 hours.

● Support desktop/handheld use.

FeaturesCR-WIFI G10S

Programmable Touch Panels Programmable Touch Panels

CR-WIFI G10S picture-in-picture touch 
panel is a programmable 
desktop/handheld wireless full-color touch 
panel with built-in WiFi wireless control 
mode, a 10.1-inch capacitive touch 
screen with 1920*1200 resolution.
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CR-POWER4

Power controller

● Support RS-232, TCP/IP, front panel buttons and 

CREATOR C-RNET multiple control methods

● ID CODE knob can set CR-NET ID for 

connection of multiple CR-NET devices

● 4 independent power control interfaces, each 

supporting load detection function

● Single channel maximum support power 1100W

● Built-in optoelectronic isolation module to ensure 

the safety and reliability of the load and the host

● 1 USB 3.0 interface, supporting storage devices 

such as USB flash drives;

● 1 Gigabit Ethernet interface, supporting 48V 
POE power supply.

Features

Power controller

● Support TCP or CR-NET remote control, as well 

as manual button control;

● Eight relays,  one output  can support a 

maximum total load of 10A;

● Support the collection of electrical energy data 

through TCP control, and the wiring for 

electrical energy collection needs to share a 

neutral line with the external environment;

● Support 3 I/O detection interfaces, which can be 

linked to control the relay switch action of the 

fire channel. I/O-1 detects low level and fully 

opens, I/O-2 detects low level and fully closes, 

and the third channel temporarily has no 

function;

● Support rail mounted installation, can be 

embedded into the electrical box for wiring 

installation.

Features

CR-POWER8Ⅲ

CR-SSPC8

Power controller  ● Provide 1 CR-NET network control 

interface, CR- POWER8    communicate Ⅲ

with programmable controller through CR - 

NET.

● Provides 1 RS-232 interface, can control by 

independent PC machine, 

    can realize simultaneous communication control 

on multiple CR-        

    POWER8III.

● The nodes line can go offline, side line and 

other lines, beautiful and   

    generous.

● DC24V or AC 100-240V two power modes 

controlled by multimedia 

    system.

● 8 independent node control interface, each with 

two interface selection   

    of normally open, closed .

Features

Smart Sequencing Power Controller ● CR-NET, serial port, front panel and network 

control.

● Designed for Commercial A/V Installations in 

110V-240V regions.

● Safe sequenced power on/off operations via the 

push of a button,  providing the highest level of 

surge & spike protection available.

● Embedded Web Server Control — Schedules 

outlet activity, event response, and sets status 

of each channel separately.

●  Eight Total Outlets - The CR-SSPC8 contains 

eight  IEC C13 standard outlets, suitable for 

general cabinet power supply

● User friendly - Can be controlled by the third 

control system(through the RS-232, network, 

CR-NET) and the front panel.

● 15 Amp Output Current - 15 amp maximum 

current capacity with incorporated 15 amp 

thermal circuit breaker.

● The front control button is normally locked.

FeaturesCR-POWER8 D2

The CR-POWER8IV is a 8 ways high  
c u r r e n t r e l a y b o x ,  w h i c h w o r k s 
together with a main controller. It can 
be controlled via CR-NET, serial ports, 
and network bus. There are critical 
improvements for high current control. 
It can be used for LED lights, electric 
motors, and power supply switch, etc.

CR-POWER8  is 8-way power supply Ⅲ

controller, can match with programming 

controller or PC communication to control 

a variety of peripheral equipments. As for 

the control of electric lighting, projection 

screen, electric curtains, electric power 

supply electric curtains and projector etc.   

CR-POWER8 D  power controller 2

communicates with a programmable host 

or PC to achieve power control for 

various devices. Such as power supply 

used for controlling lighting, matrices, 

amplifiers, projectors, etc.

The CR-POWER4 power controller 

communicates with the programmable 

host or PC to realize the control of 

various peripheral devices. For example, 

it is used to control the power supply of 

peripherals such as lights, electric 

screens, electric curtains and projectors.

Control System Peripheral Equipment Control System Peripheral Equipment 
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CRLITE-4B

Volume controller

● 4 adjustable lighting interfaces.

● It can communicate with controllers like CR-

PGMII, CR-PGMIII,CR-PGMIIV, CR-PGMIIV-C , 

CR-NET4000 etc. via CR-NET.

Features

Dimmer

●  CR-NET, serial port, and network control.

●  Maximally support 2 ways control.

●   CR-NET bus control, support ID dial settings.

Features

CR-UART8

Programmable 8 serial ports device ● Have RS-232 interface, is used for 

communication with the controller.

● Eight COM1, COM8, RS-232 output port for 

signal output.

● CR-NET  interfaces,controller  is used to control 

the connection.

● With signal lamp.

● Support ID code set.

● Power supply, DC12V power supply.

● The cabinet, can be installed in any standard 19 

.

Features

CR-VOLⅢ

CR-UART8 supports 8 serial splitter 

o u t p u t ,  t h r o u g h  t h e  R S - 2 3 2 

communication with the controller, the 

controller to send over the data into the 

specified the baud rate and the output of 

COM8 from the corresponding COM1 to 

output.

The CR-VOLII I is an outstanding 
volume control module, which works 
with a main controller to realize mute 
for lef t and r ight sound channel , 
volume control, and treble control. 

CRLITE-4B dimmer has four electric 

incandescent lamp dimming module to 

adjust brightness of incandescent lamp. It 

can separately control each channel, and 

also can control 4 channels together. 

Control System Peripheral Equipment Control System Peripheral Equipment 


